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materials including light steel framing (LSF),
wall cladding in tan, red, blue, and
unpainted Galvalume PlusTM (see sidebar)
pro�led standing seam roo�ng, brick,
stucco, and Hardy Plank. As well, tenants
have been allowed to customize their
storefronts, creating the impression of
something that’s evolved rather than
stamped out with a predetermined cookie
cutter. Public reaction to The Village is very
favorable with shoppers saying, “We love it!”
And, “It’s so di�erent from what you
normally see.” They like the small town feel
of parking outside the store you’re visiting.

Wall Cladding:
Roll Form Group: S175 SB pro�le .66mm
(.026” ) thick AZ150 Galvalume, painted
with the 8000 Series paint system. 695m2

(7500 sq. ft.) Cabec Green QC 8166 372m2

(4000 sq. ft) Briarwood Tan QC8331 47m2

(500 sq. ft) Slate Blue QC 8260 790m2

(8500 sq. ft) Dark Red QC 8250 418m2

(4500 sq ft) Heron Blue QC 8330

Roof Cladding:
2973m2 (32,000 sq. ft) AZ 180 G alvalume Plus

Steel Deck:
VICWEST - 6038m2 (65,000 sq. ft.) .0239”;
.048”; .036” & .0299; Galvanneal ZF075,
plus a small amount of galvanized Z275
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